
Bulletin 237053AInstallation Instructions
Revision C

Connectors
for HELIAX ® HJ12-50 Coaxial Cable

7/8” EIA-flange
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1-5/8” EIA-flange

N-female

3-1/8” EIA-flange,
gas-block

3-1/8” EIA-flange,
gas-pass



3/16”
(5 mm)

3
Add gasket, grease, and
clamping nut.

4
Remove burrs and
debris from conductors.

5
Cut outer conductor to
form tabs.

6
Gently bend and flatten tabs.

1
Cut cable end square.

2
Trim cable jacket.

2”
(51 mm)

3/16”
(5 mm)

7
Trim protruding tabs.



8
Screw stub into inner
conductor, cut 8 V-
notches, and reposition
stub.

9
Bend tabs into stub
slots and gently flatten
remaining tabs.

10
Install inner connector,
flare ring, and insulator.

9/16”wrench
72-108 lb•in
(8-12 N•m)

5/8”wrench
72-108 lb•in
(8-12 N•m)

7/16”wrench
64-96 lb•in
(7-11 N•m)

Outer
flare ring

Inner connector-
insulator assembly

Inner
flare
ring

3-1/8” EIA-flange,
gas-block

Inner connector

Insulator Flare ring
3-1/8” EIA-flange,

gas-pass

Inner connector

Flare ring

Insulator

1-5/8” EIA-flange
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5/8”wrench
64-96 lb•in
(7-11 N•m)

Inner connector

Insulator Flare ring7/8” EIA-flange

7/8”wrench
72-108 lb•in
(8-12 N•m)

Inner connector

Outer body

Flare ring

N-female

10
Install inner connector,
flare ring, and insulator.

11
Add O-ring, grease, and
outer body

12
Tighten assembly.

12
Tighten assembly.

36-54 lb•ft
(48-72 N•m)

36-54 lb•ft
(48-72 N•m)

32-48 lb•ft
(45-65 N•m)

3-1/8” EIA-flange

1-5/8” EIA-flange 7/8” EIA-flange N-female


