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END GUARD INSTALLATION

ASSEMBLY STEPS
 

START ALL FASTENERS BEFORE TIGHENING.
 

END GUARD CAN BE INSTALLED ON EITHER SIDE
OF THE FLEX FRAME.

 
TOOLS NEEDED:

SHORT #3 PHILLIPS SCREW DRIVER
(FOR UPPER SUPPORT BRACKETS)
#2 PHILLIPS SCREW DRIVER.

1. ASSEMBLE SUPPORT BRACKETS TO FLEX FRAME.
   (SEE ILLUSTRATIONS FOR LOCATIONS.)
 
2. ASSEMBLE LOWER END GUARD PANEL.
 
3. ASSEMBLE UPPER END GUARD PANEL.
 
4. ASSEMBLE FASTENERS IN CENTER HOLES 
   FOR FASTENING COVERS TOGETHER.
 
5. TAKE A BREAK AND HAVE A BEVERAGE.

ASSEMBLE LOWER END GUARD
PANEL BEFORE UPPER PANEL

STAR WASHER

#12-24 SCREW
USE #3 PHILLIPS DRIVER

UPPER END GUARD PANEL 

#10 FLAT HEAD FASTENERS (3)
HOLD PANELS TOGETHER
USE #2 PHILLIPS DRIVER

UPPER SUPPORT BRACKETS
 
SCREWS INSTALL FROM
INSIDE FRAME

LOWER SUPPORT
BRACKET

STAR WASHER

#12-24 SCREW
USE #3 PHILLIPS DRIVER

NOTE BRACKET ORIENTATION
AND LOCATION.
 
HOLES ARE TOWARD BOTTOM.
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